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BACKGROUND 
Building: Community Middle School (CMS) 
Address: 225 High Street, Randolph, MA 
Assessment Requested 
by: 
Randolph School Department coordinated via the Randolph 
Board of Health 
Reason for Request: Mold concerns as a result of roof leaks and general indoor air 
quality (IAQ), mainly due to aging mechanical ventilation 
components and outdated/malfunctioning control systems 
Date of Assessment: December 6, 2019 
Massachusetts 
Department of Public 
Health/Bureau of 
Environmental Health 
(MDPH/BEH) Staff 
Conducting Assessment: 
Cory Holmes, Environmental Analyst/Inspector, IAQ Program 
Building Description: The CMS is a sprawling, one-story, brick school building 
currently housing grades 6 through 8 with approximately 680 
students and 60 faculty. It was originally built in the late 1960s 
as a junior high school. An addition was built in 1999 at which 
point the existing building was also renovated, which make the 
roof and heating, ventilation and air conditioning (HVAC) 
components about 20 years old and approaching the end of 
their life cycle. Only select areas (some offices, computer 
rooms, cafeteria, media center) are equipped with air-
conditioning (AC). 
Windows: Openable in most areas 
METHODS 
Please refer to the IAQ Manual and appendices for methods, sampling procedures, and 
interpretation of results (MDPH, 2015). 
RESULTS and DISCUSSION 
The following is a summary of indoor air testing results (Table 1). 
• Carbon dioxide levels were above the MDPH recommended level of 800 parts per 
million (ppm) in a little over half the areas surveyed, which indicates a lack of air 
exchange. This is most likely due to deactivated/malfunctioning mechanical ventilation 
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components as well as limitations on outside air introduction. This is explained further in 
the Ventilation section of this report. 
• Temperature measurements were both above and below the MDPH recommended range 
of 70°F to 78°F in a number of areas, mostly related to mechanical ventilation/thermostat 
control issues. It is important to note that many of the classroom thermostats were 
broken/in a state of disrepair. 
• Relative humidity measurements were below the MDPH recommended range of 40 to 
60% in almost all areas tested at the time of assessment, which is typical in New England 
during the heating season. Low relative humidity can lead to common symptoms such as: 
dry skin, lips, and scalp; dry/scratchy throats and noses (nose bleeds); exacerbation of 
asthma, eczema, or allergies; dry/irritated eyes; and irritation of respiratory tract. 
• Carbon monoxide levels were non-detectable (ND) in all areas tested. 
• Particulate matter (PM2.5) concentrations measured were below the National Ambient 
Air Quality (NAAQS) level of 35 µg/m3 in all areas tested. 
Ventilation 
A heating, ventilating and air conditioning (HVAC) system has several functions. First it 
provides heating and, if equipped, cooling. Second, it is a source of fresh air. Finally, an HVAC 
system will dilute and remove normally-occurring indoor environmental pollutants by not only 
introducing fresh air, but by filtering the airstream and ejecting stale air to the outdoors via 
exhaust ventilation. Even if an HVAC system is operating as designed, point sources of 
respiratory irritation may exist and cause symptoms in sensitive individuals. Carbon dioxide is 
not a problem in and of itself. It is used as an indicator of the adequacy of the fresh air 
ventilation. It is important to note that a number of areas tested were sparsely populated or had 
open windows, which would be expected to reduce carbon dioxide levels. The MDPH approach 
to resolving IAQ problems in schools is generally two-fold: 1) improving ventilation to dilute 
and remove environmental pollutants and 2) reducing or eliminating exposure opportunities from 
materials that may be adversely affecting IAQ. 
Fresh air in classrooms is supplied by unit ventilators (univents, Pictures 1 and 2). 
Univents draw air from the outdoors through a fresh air intake located on the exterior wall of the 
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building (Picture 3) and return air through an air intake located at the base of the unit. Fresh and 
return air are mixed, filtered, heated or cooled and provided to rooms through an air diffuser 
located in the top of the unit (Figure 1). In several rooms, univents were deactivated by or at the 
request of occupants due to noise or lack of temperature control, mainly due to 
damaged/inoperable thermostats (Pictures 4a and 4b). Some rooms had excessive heat issues 
(Table 1). With univents deactivated no mechanical supply of fresh air was being introduced at 
the time of the assessment. A few rooms had the top and/or front of univents blocked by 
classroom items. In order for univents to provide fresh air as designed, intakes/returns must 
remain free of obstructions. Importantly, these units must remain on and be allowed to operate 
while rooms are occupied. 
Classroom exhaust vents are located in walls (Picture 5) or ceilings (Picture 6) and are 
connected via ducts to exhaust fans on the roof. A number of these exhaust vents were not 
drawing air during the assessment (Table 1). Note that exhaust vents work best with the doors to 
the hallway closed, otherwise the exhaust vents tend to draw air from the hallway rather than the 
room which reduces the effectiveness of air circulation. Without adequate supply and exhaust 
ventilation, excess heat/humidity and environmental pollutants can build up and lead to indoor 
air/comfort complaints. 
Mechanical ventilation in common areas (cafeteria, media center, gym) and interior 
rooms is provided by air handling units (AHUs) located on the roof or in mechanical rooms. Air 
is drawn in through air intakes, filtered, heated/cooled and distributed via ceiling or wall-
mounted diffusers. Air is drawn back to AHUs via ceiling or wall-mounted return vents. Room 
282, which is windowless, currently has no working mechanical ventilation. A source of 
fresh/outside air should be restored in this area, if possible, either from the roof or from the 
adjacent Media Center. 
Many of the HVAC units and their controls are beyond/near the end of their life cycle. 
Efficient function of equipment of this age is difficult to maintain, since compatible replacement 
parts are often unavailable. According to the American Society of Heating, Refrigeration, and 
Air-Conditioning Engineering (ASHRAE), the service life1 of this type of unit is 15-20 years, 
                                                
1 The service life is the median time during which a particular system or component of …[an HVAC]… 
system remains in its original service application and then is replaced. Replacement may occur for any 
reason, including, but not limited to, failure, general obsolescence, reduced reliability, excessive 
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assuming routine maintenance of the equipment (ASHRAE, 1991). It appears the optimal 
operational lifespan of this equipment has been exceeded, particulary components such as 
software, controls and thermostats. 
To maximize air exchange, the IAQ program recommends that both supply and exhaust 
ventilation operate continuously during periods of occupancy. In order to have proper ventilation 
with a mechanical ventilation system, the systems must be balanced after installation to provide 
an adequate amount of fresh air to the interior of a room while removing stale air from the room. 
It is recommended that HVAC systems be re-balanced every five years to ensure adequate air 
systems function (SMACNA, 1994). However, in its current state, the HVAC system cannot be 
properly balanced. 
Microbial/Moisture Concerns 
In order for building materials to support mold growth, a source of water exposure is 
necessary. Identification and elimination of the source of water moistening building materials is 
necessary to control mold growth. As previously mentioned, the CMS is a sprawling one-story 
building with thousands of square feet of roof area that has been patched/repaired over the years 
(~20 years old). At the time of the assessment a number of water-damaged materials were 
observed in classrooms and other locations (Table 1). 
• Ceiling tiles – Pictures 7 and 8, water-stained ceiling tiles can indicate current/historic 
roof/plumbing leaks or other water infiltration. As active leaks are reported, the facilities 
department works with a local roof contractor to investigate and repair. Water-damaged 
ceiling tiles can provide a source of mold and should be replaced after a water leak is 
discovered and repaired; 
• Gypsum wallboard (GW) - water-damaged GW ceilings were noted in a number of areas 
(Pictures 9 through 11), most in areas where roof leaks have reportedly been repaired. 
MDPH/IAQ Program staff conducted moisture measurements of water-damaged GW in a 
number of areas and all were found dry at the time of the assessment, with the exception of 
room 105 (Picture 12). It was recommended that this GW be removed/replaced. 
                                                                                                                                                       
maintenance cost, and changed system requirements due to such influences as building characteristics or 
energy prices (ASHRAE, 1991). 
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• The sink/countertop in room 201A was warped and had a gap between the backsplash and 
countertop, which can lead to further water damage and microbial growth (Picture 12). 
The US Environmental Protection Agency (US EPA) and the American Conference of 
Governmental Industrial Hygienists (ACGIH) recommend that porous materials (e.g., ceiling 
tiles, carpet) be dried with fans and heating within 24 to 48 hours of becoming wet (US EPA, 
2008; ACGIH, 1989). If not dried within this time frame, mold growth may occur. Once mold 
has colonized porous materials such as cardboard, books, or ceiling tiles, they are difficult to 
clean and should be removed. Frequently solid/non-porous items can be cleaned to remove water 
stains and microbial growth. 
Musty odors of unknown origin were reported/detected in three areas: Room 305, Room 
307, and the hallway outside Room 301. There were no obvious signs of water damage/leaks or 
visible mold growth in these areas. The two rooms are former science rooms with little 
used/abandoned fixtures that could be a potential source of moisture/odors including: emergency 
eye wash stations/showers (Picture 13), numerous sinks (Picture 14), and auxiliary exhaust units 
in the ceiling (used during science experiments, Picture 6). The seal of traps on sink drains that 
are not used often can dry out and allow sewer gases into occupied areas, which may account for 
the reported odors. Water damage may also have occurred in areas such as behind univents, 
above ceilings and beneath wooden windowsills (Pictures 15 and 16). Each of these building 
components should be examined to rule out sources of the odor, and, if needed, be repaired. 
In addition, all areas with drains (e.g. eyewash stations, safety showers and classroom 
sinks) should be evaluated periodically for proper function. These fixtures should be properly 
removed or abandoned if no longer needed. 
Plants were present in some classrooms and other areas. Plants, soil, and drip pans can 
serve as sources of mold/bacterial growth. Plants should be properly maintained, over-watering 
of plants should be avoided (Picture 17), and drip pans should be inspected periodically for mold 
growth. In addition, plants should not be placed on top of or in the airstream of HVAC 
equipment such as univents. 
Another potential source of odors and allergens is grass/plant debris lodged in univent 
fresh air intakes when grass is mowed. The design of the metal intakes makes them conducive to 
collecting debris (Picture 3), which if, wetted repeatedly, can become moldy and be a source of 
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irritation and odors. During lawn mowing, debris should be aimed away from intakes. In 
addition, intakes should be inspected/cleaned out periodically as needed. 
Several rooms contained aquariums (Table 1). Aquariums should be properly maintained 
and cleaned to prevent microbial growth and odors. 
Several classrooms contained either portable or wall-mounted air conditioners (ACs). 
These devices must be properly cleaned/maintained, including the filters, to avoid particulates 
and microbial colonization. In addition, they should be monitored periodically for proper 
installation/drainage. 
Other Conditions 
Other conditions that can affect indoor air quality were observed during the assessment. 
The MDPH recommends pleated filters with a Minimum Efficiency Reporting Value (MERV) of 
8, which are adequate in filtering out pollen and mold spores (ASHRAE, 2012). Filters should 
also be changed two to four times a year, or per the manufacturer’s recommendations. The AHU 
filters were labeled MERV 8 (Picture 18); filters for univents were labeled “pleated” with no 
MERV rating (Picture 19).  
In some areas, exhaust vents, supply diffusers and personal fans had accumulated 
dust/debris (Table 1, Picture 20). This dust can be reaerosolized under certain conditions, and 
can also be a medium for mold growth. Univent and AHU cabinets can also accumulate dust and 
debris which should be cleaned when filters are changed (e.g., 2 to 4 times/year). The occupant 
in Room 206 reported dust/debris from the ceiling-mounted unit. Univents also typically have an 
insulation material adhered to the cabinet cover to reduce sound (Picture 21); this material can 
break down eventually and become a source of debris. 
Carpeting 
Some areas had wall to wall carpeting (Table 1). The service life of carpeting in schools 
is approximately 10-11 years (IICRC, 2002). Area rugs were also observed in a number of 
classrooms (Table 1). Carpets should be cleaned annually (or semi-annually in soiled/high traffic 
areas) in accordance with Institute of Inspection, Cleaning and Restoration Certification (IICRC) 
recommendations, (IICRC, 2012). Regular cleaning with a high efficiency particulate air 
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(HEPA) filtered vacuum in combination with an annual cleaning will help to reduce 
accumulation and potential aerosolization of materials from carpeting. Area carpets too worn to 
be effectively cleaned should be replaced. Area rugs should be rolled up and stored in a clean, 
dry place when rooms are not occupied during the summer months to prevent moistening due to 
condensation. 
Total Volatile Organic Compounds 
Exposure to low levels of total volatile organic compounds (TVOCs) may produce eye, 
nose, throat, and/or respiratory irritation in some sensitive individuals. BEH/IAQ staff examined 
rooms for products containing VOCs. BEH/IAQ staff noted hand sanitizers, scented products, 
plug in air fresheners/diffusers (Pictures 22 and 23), home cleaning products, and dry erase 
materials in use within the building. All of these products have the potential to be irritants to the 
eyes, nose, throat, and respiratory system of sensitive individuals. 
The Teacher’s workroom contained two large photocopiers (Picture 24), which can give 
off waste heat and irritating odors. VOCs and ozone can be produced by photocopiers, 
particularly if the equipment is older and in frequent use. Ozone is a respiratory irritant (Schmidt 
Etkin, D., 1992). 
Other Conditions  
In many classrooms and storage areas, large numbers of items were on floors, 
windowsills, tabletops, counters, bookcases and desks, which provide a source for dusts to 
accumulate. These items (e.g., papers, folders, boxes) make it difficult for custodial staff to 
clean. Items should be relocated and/or be cleaned periodically to avoid excessive dust build up. 
In addition, dust and debris can accumulate on flat surfaces (e.g., desktops, shelving and carpets) 
in occupied areas and subsequently be re-aerosolized causing further irritation. 
Missing/broken ceiling tiles, open utility holes and/or breaches were observed in some 
areas (Table 1). These spaces can provide a pathway for odors and particulates from wall 
cavities/ceiling plenum into occupied areas. 
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Note that the Environmental Protection Agency (EPA) conducted a National School 
Radon Survey in which it discovered nearly one in five schools had “…at least one frequently 
occupied ground contact room with short-term radon levels above 4 [picocuries per liter] pCi/L” 
(US EPA 1993). The BEH/IAQ Program therefore recommends that every school be tested for 
radon, and that this testing be conducted during the heating season while school is in session in a 
manner consistent with USEPA radon testing guidelines. Radon measurement specialists and 
other information can be found at www.nrsb.org and http://aarst-nrpp.com/wp, with additional 
information at: http://www.mass.gov/eohhs/gov/departments/dph/programs/environmental-
health/exposure-topics/iaq/radon. 
RECOMMENDATIONS 
The conditions related to IAQ problems at the CMS raise a number of issues. The general 
building conditions/design, maintenance, work hygiene practices, and the age/condition of 
HVAC equipment/controls, if considered individually, present conditions that could degrade 
IAQ. When combined, these conditions can serve to further degrade IAQ. Some of these 
conditions can be remedied by actions of building occupants. Other remediation efforts will 
require alteration to the building structure and equipment. For these reasons, a two-phase 
approach is recommended. The first consists of short-term measures to improve air quality and 
the second consists of long-term measures that will require capital planning and resources to 
adequately address overall IAQ concerns (mainly related to HVAC controls and the roof). 
Short-term measures: 
1. Consider establishing a building-specific IAQ committee made up of teacher 
representatives, maintenance, facilities and administration to meet and conduct regular 
walk-throughs to identify on-going and/or potential issues. 
2. Operate the HVAC system (supply/exhaust) to provide for continuous fresh air 
ventilation during occupied hours. Make repairs to thermostats, where possible, and to 
univents as needed. 
3. If possible, restore a source of fresh/outside air in Room 282, either from the roof or from 
the adjacent Media Center. 
4. Remove furniture and items blocking the front and top of univents. 
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5. Periodically assess whether exhaust vents (classrooms and restrooms) are drawing air and 
make repairs as needed. 
6. Use openable windows to supplement fresh air during temperate weather. Ensure all 
windows are closed tightly at the end of each day. 
7. Close classroom doors during occupancy to allow for more effective function of exhaust 
vents (once operating as designed). 
8. Work with staff to troubleshoot temperature control/ventilation problems. 
9. Utilize a system to report and track maintenance issues so that concerns can be reported 
by staff and maintenance staff can report when issues have been resolved. 
10. Consider adopting a balancing schedule of every 5 years for all mechanical ventilation 
systems, as recommended by ventilation industrial standards (SMACNA, 1994). 
11. Until capital funds can be obtained for full roof replacement, continue to work with 
roofing contractor to identify and repair leaks. 
12. Once roof leaks are repaired, replace water-damaged ceiling tiles and refinish areas 
where water damage has occurred. Inspect the area above the stained tiles for water 
damage or odors and remediate or clean as necessary. 
13. Remove and replace wet/water-damaged GW in Room 105. 
14. Continue to investigate source of musty odors in rooms 305, 307 and 301 hallway. 
Consider working with roofing contractor/building engineer, plumbing firm to investigate 
possible sources of odors, this may include but not limited to: 
a. Dry drain traps; 
b. Disused plumbing and/or components unique to former science 
classrooms (e.g., auxiliary ventilation, eye wash stations, emergency 
showers; 
c. Water-damaged materials such as ceiling tiles and wooden windowsills. 
Examine areas to rule out hidden damage building envelope leaks (e.g., 
fenestrations, exterior flashing, roof/drainage, weep holes); 
d. Plumbing and HVAC system piping and related condensation issues; 
e. Breaches/leaks around univents, rooftop exhaust vents and/or other 
ventilation components; and 
f. Restroom vent pipes. 
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15. Until a source of odors can be identified/eliminated operate both supply and exhaust 
ventilation components continuously during occupied hours to facilitate air exchange. 
16. Keep classroom/office plants in good condition, avoid overwatering, and keep them away 
from the airstream of ventilation equipment. 
17. Ensure aquariums and terrariums are clean and odor free. 
18. Make repairs to sink countertop in room 201A and any others in need of caulking/re-
sealing. 
19. Run water in sinks regularly to avoid dry drain traps and associated odors, if not feasible 
consider decommissioning/capping. 
20. During lawn mowing, aim debris away from air intakes. In addition, inspect/clean intakes 
of debris periodically as needed. 
21. Reduce or eliminate the use of air fresheners/diffusers, scented cleaners, hand sanitizers 
and dry erase materials to reduce irritation. Consult the MDPH IAQ Guidance “Clean Air 
is Odor Free”, https://www.mass.gov/lists/indoor-air-quality-guidelines for more 
information. In addition, spray bottles/cleaning products should be kept out of reach of 
children. 
22. Change filters in HVAC units 2-4 times a year with MERV 8 (or higher) filters. 
23. Clean supply/exhaust vents, univents (e.g., Room 206) and personal fans regularly to 
remove accumulated dust/debris. 
24. Ensure that condensation from AC equipment is draining properly. 
25. Seal open utility holes and breaches in walls/ceilings/floors. 
26. Replace missing/broken ceiling tiles. 
27. For buildings in New England, periods of low relative humidity during the winter are 
often unavoidable. Therefore, scrupulous cleaning practices should be adopted to 
minimize common indoor air contaminants whose irritant effects can be enhanced when 
the relative humidity is low. To control for dusts, a high efficiency particulate arrestance 
(HEPA) filter equipped vacuum cleaner in conjunction with wet wiping of all surfaces is 
recommended. Avoid the use of feather dusters. Drinking water during the day can help 
ease some symptoms associated with a dry environment (throat and sinus irritations). 
28. Clean supply/exhaust vents and personal fans regularly to remove accumulated 
dust/debris. 
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29. Clean carpeting annually or semi-annually in soiled high traffic areas as per the 
recommendations of the Institute of Inspection, Cleaning and Restoration Certification 
(IICRC 2012). Area carpets too worn to be effectively cleaned should be replaced. Roll 
up and store area rugs in a clean, dry place during the summer. 
30. Relocate or consider reducing the amount of materials stored in classrooms to allow for 
more thorough cleaning of classrooms. Clean items regularly with a wet cloth or sponge 
to prevent excessive dust build-up. 
31. Consider utilizing the US EPA’s (2000), “Tools for Schools”, as an instrument for 
maintaining a good IAQ environment in the building available at: 
http://www.epa.gov/iaq/schools/index.html. 
32. For more information on mold refer to “Mold Remediation in Schools and Commercial 
Buildings” published by the US Environmental Protection Agency (US EPA, 2008). 
http://www.epa.gov/mold/mold-remediation-schools-and-commercial-buildings-guide. 
As well as the MDPH’s https://www.mass.gov/info-details/guidance-regarding-testing-
for-mold-in-water-damaged-public-buildings 
33. The school should be tested for radon by a certified radon measurement specialist during 
the heating season when school is in session. Radon measurement specialists and other 
information can be found at: www.nrsb.org, and http://aarst-nrpp.com/wp. 
Long-term Recommendations: 
1. Contact an HVAC engineering firm for an assessment of the ventilation system’s 
components and control systems (e.g., pneumatics/air intake louvers, thermostats). Based 
on the age, physical deterioration, and availability of parts for ventilation components, 
such an evaluation is necessary to determine the operability and feasibility of 
repairing/replacing the equipment. 
2. Consider full roof replacement. 
3. Install local exhaust ventilation for photocopiers in Teacher’s workroom. 
4. Replace mechanical ventilation unit in Room 282 and ensure unit provides adequate 
outside air exchange. 
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Picture 1 
 
Typical classroom univent, note plants on/near supply diffuser 
Picture 2 
 
Ceiling-mounted univent 
  
Picture 3 
 
Univent fresh air intake 
Pictures 4a and 4b 
   
Severely damaged/inoperable classroom thermostats 
  
Picture 5 
 
Wall-mounted exhaust vent 
Picture 6 
 
Ceiling-mounted exhaust vents (arrows) 
  
Picture 7 
 
Water-damaged ceiling tiles 
Picture 8 
 
Water-damaged ceiling tiles, note outline around stain dated “3/15” 
  
Picture 9 
 
Water-damaged gypsum wallboard ceiling in Room 105 that was wet at the time of the visit 
Picture 10 
 
Water-damaged gypsum wallboard ceiling in Room 282 (adjacent to Media Center) 
  
Picture 11 
 
Water-damaged gypsum wallboard ceiling in men’s restroom near 301 
Picture 12 
 
Water-damaged countertop and backsplash in Room 201A 
  
Picture 13 
 
Emergency eye wash station and shower (arrows) in former science classroom 
Picture 14 
 
Sinks in former science room 
  
Picture 15 
 
Wooden windowsill in Hallway outside Room 301 
Picture 16 
 
Univent and wooden windowsill in Room 305 
  
Picture 17 
 
Plants and water-damaged wooden windowsill 
Picture 18 
 
Box indicating MERV 8 filters 
  
Picture 19 
 
Label indicating “PLEATED” filters with no MERV rating 
Picture 20 
 
Accumulated dust/debris on supply diffuser 
  
Picture 21 
 
Pleated univent filter, also note insulation material on interior of cabinet cover 
Picture 22 
 
Air freshener in classroom 
  
Picture 23 
 
Plug-in air freshener in classroom 
Picture 24 
 
Two large photocopiers in Teacher’s Workroom
